




additional components

HTR 25 - HEATER WITH THERMOSTAT 
FOR LOW TEMPERATURE� 124
Accessories� 125
BATTERIES� 127
pictograms� 128

Accessories BATTERIES pictogramsHTR 25 
HEATER WITH 
THERMOSTAT 



additional components

126

HTR 25 - HEATER WITH THERMOSTAT 
FOR LOW TEMPERATURE

System HTR-25 allows our emergency lighting fixtures to work in up to 
-25°C, which makes our products suitable for installation in cold rooms, 
parkings and outside of the buildings where self-contained emergency 
lighting fixtures are exposed to low temperatures.
This innovative solution can be used with both NiCd and Ni-MH battery 
packs, with fluorescent tubes and with LED’s. HTR-25 is suitable for AWEX’s 
IP65 fixtures and for our conversion kits assembled in IP65 commercial 
lighting.

TECHNICAL SPECIFICATION:
Power supply: 230 VAC/50 Hz
Insulation class: I
Minimal ambient temperature: -25°C
Minimal battery temperature: +6°C
Heater initiation temperature: <10°C
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HTR25 heating system type is designed for installation in luminaires with a degree of IP65 or higher. 
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Legend:
1. Thermostat NO – closing temperature 10°C ±5°C – assembled inside the fixture
2. Thermostat NC – opening temperature 60°C ± 5°C – assembled on the battery
3. Self-regulated heating wire
4. Battery pack

CODE BATTERY CAPACITY BATTERY TYPE

HTR-25/3.6-1000-CD 3.6V 1000mAh Ni-Cd

HTR-25/3.6-1500-CD 3.6V 1500mAh Ni-Cd

HTR-25/3.6-2500-CD 3.6V 2500mAh Ni-Cd

HTR-25/3.6-4000-CD 3.6V 4000mAh Ni-Cd

HTR-25/4.8-1500-CD 4.8V 1500mAh Ni-Cd

HTR-25/4.8-2500-CD 4.8V 2500mAh Ni-Cd

HTR-25/4.8-4000-CD 4.8V 4000mAh Ni-Cd

HTR-25/6.0-1500-CD 6.0V 1500mAh Ni-Cd

HTR-25/6.0-2500-CD 6.0V 2500mAh Ni-Cd

HTR-25/6.0-4000-CD 6.0V 4000mAh Ni-Cd

CODE BATTERY CAPACITY BATTERY TYPE

HTR-25/3.6-1000-MH 3.6V 1000mAh Ni-MH

HTR-25/3.6-1500-MH 3.6V 1500mAh Ni-MH

HTR-25/3.6-2500-MH 3.6V 2500mAh Ni-MH

HTR-25/3.6-4000-MH 3.6V 4000mAh Ni-MH

HTR-25/4.8-1500-MH 4.8V 1500mAh Ni-MH

HTR-25/4.8-2500-MH 4.8V 2500mAh Ni-MH

HTR-25/4.8-4000-MH 4.8V 4000mAh Ni-MH

HTR-25/6.0-1500-MH 6.0V 1500mAh Ni-MH

HTR-25/6.0-2500-MH 6.0V 2500mAh Ni-MH

HTR-25/6.0-4000-MH 6.0V 4000mAh Ni-MH

CODE BATTERY CAPACITY BATTERY TYPE

HTR-25/6.4-1000-Li 6.4V 1000mAh LiFePO4

HTR-25/6.4-1500-Li 6.4V 1500mAh LiFePO4

HTR-25/6.4-3000-Li 6.4V 3000mAh LiFePO4

HTR-25/9.6-1500-Li 9.6V 1500mAh LiFePO4

HTR 25 heating system type is designed for installation in luminaires with a degree of IP65 or higher.

ORDER CODES
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Accessories

NAME/CODE PICTURE TECHNICAL DRAWING APPLICATION

CEILING BRACKET
CODE: 1902 HELIOS

WALL BRACKET
CODE: 1901 HELIOS

CEILING BRACKET WITH PIPE 
CODE: 2944 HELIOS

WALL BRACKET  
CODE: 1009 TWINS

SUSPENSION ROPES
CODE: 1006 SCREEN DS, TWINS

UNDER PLASTERING CLIPS 
(SET OF 2 pcs)

CODE:1010
TIGER, TIGER DS, TIGER P

WIRE GUARD
HELIOS CODE: 1003

EMX CODE: 1004
PANORAMA CODE: 1005

HELIOS, EMX ,PANORAMA

Dimensions:
Helios: 405x100x170mm
Emx: 405x132x208mm
Panorama: 410x80x205mm

ACCESORY FOR
RECESSED MOUNTING

CODE: IF2/REC
INFINITY II

CONCRETE BOX
CODE: IF2/RWC INFINITY II
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Accessories

NAME/CODE PICTURE TECHNICAL DRAWING APPLICATION

UM BOX
CODE: UM/BOX UNILED UM

ACCESORY FOR
RECESSED MOUNTING

CODE: SK8/REC
SK-8

ACCESORY FOR
RECESSED MOUNTING

(SET)
CODE: ETE/REC

EXIT

ACCESORY FOR
PENDANT MOUNTING

(KIT)
CODE: ETE/PEN

EXIT

PLEXI GLASS
(SET)

CODE: ETE/PLX
EXIT
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BATTERIES

CODE CAPACITY [mAh] VOLTAGE [V]
DIMENSIONS [mm]
A x B x C x D x E x F

WEIGHT [Kg]

Ni-Cd

1000

3.6

153x179x18x15x14x4 0,076

1500 136x162x25x22x18x4 0,14

2500 152x178x30x26x20x4 0,21

4000 189x210x30x33x25x4 0,352

Ni-Cd

1500

4.8

175x202x25x22x18x4 0,184

2500 202x228x30x26x20x4 0,288

4000 245x270x36x33x25x4 0,452

Ni-Cd

1500

6.0

218x244x25x22x18x4 0,228

2500 248x275x30x26x20x4 0,354

4000 303x329x36x33x25x4 0,574

Ni-MH

1500

3.6

153x179x18x15x14x4 0,088

2500 136x162x25xx22x18x4 0,172

4000 152x179x30x26x20x4 0,26

Ni-MH

1500

4.8

202x228x18x15x14x4 0,114

2500 175x202x25x22x18x4 0,22

4000 202x228x30x26x20x4 0,338

Ni-MH

1500

6.0

251x276x18x15x14x4 0,14

2500 220x246x26x23x18x4 0,268

4000 251x276x30x26x20x4 0,398

LiFePO4

1000

6.4

105x135x31x19x20x4 0,09

1500 135x165x31x19x20x4 0,112

3000 140x170x31x27x20x4 0,197

LiFePO4 1500 9.6 203x233x31x19x20x4 0,152
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pictograms – stickers
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Additional pictograms

Pictograms (compliant with PN-EN ISO 7010:2012)

Key:
xx – pictogram ID number (see the photos above)

CODE PSxx PMxx PBxx PVxx PWxx

Dimensions [mm] 100x300 125x250 150x300 200x400 300x600

Compatible with: TG, TL, TGS, TSL ET, ETP, H, HE, HEL, HD, HDE, HDL, HDEL, 
ARN, ARP

TP, TPL, HP, HPL, E, EL, TW, PL,
P, IF2, SK8, SC30, SCS30 SC40, SCS40 SC60, SCS60

Versatile pictogram sets (compliant with PN-EN ISO 7010:2012)

Arrow signs (compliant with PN-EN ISO 7010:2012)
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41 42 43 44

45 46
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CODE PU31 PU32 PU33

Dimensions [mm] 125x250 (125x375)* 150x300 (150x450)* 100x300 (100x600)*

Compatible with: ET, ETP, H, HE, HEL, HD, HDE, HDL, HDEL, 
ARN, ARP TP, TPL, HP, HPL, E, EL, TW, PL, P, IF2, SK8 TG, TL, TGS, TSL

*overall size

CODE PU41, PU42 PU43, PU44 PU45, PU46

Dimensions [mm] 125x250 150x300 100x300

Compatible with: ET, ETP, H, HE, HEL, HD, HDE, HDL, HDEL, 
ARN, ARP TP, TPL, HP, HPL, E, EL, TW, PL, P, IF2, SK8 TG, TL, TGS, TSL
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pictograms – FOIL

Compliant with PN-EN ISO 7010:2012

CODE PSxxF PBxxF

Dimensions [mm] 125x250 150x300

Compatible with: ARN, ARP IF2
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Used symbols

24V
DC

d=25m
Ni-Cd

LED

IP65176-275v
DC

    
G5

    
T5

220-240V
AC

50-60Hz

Light source type – LEDThe product meets the requirements in accordance with 
the European Directive

Light source type – fluorescent lamp T5The permissible range of AC input voltage 

Protection class – IP65The permissible range of DC input voltage 

Mounting of emergency escape lighting fittings – surface / ceilingSafety extra low voltage SELV

Mounting of emergency escape lighting fittings – recessed / ceilingInsulation class I

Mounting of emergency exit signs – recessed / ceilingInsulation class II

Mounting of emergency exit signs – surface / ceilingInsulation class III

Viewing distance  d=25mType of used battery 

Current list of products with ENEC
is available at www.awex.eu

Current list of products with Kitemark
is available at www.awex.eu

Adaptation of the fixture for low temperatures up to -25°C

Emergency exit sign fitting, a pictogram 
must be chosen

Photographs and parameters of the products shown in this catalogue are for reference only and cannot be relied upon as a legal offer. Certain parame-
ters of supplied products may differ from the parameters of the products described in this catalogue. The appearance of actual products may slightly 
differ from the photographs and drawings contained in this catalogue. P.P.H.U AWEX reserves the right to discontinue products shown in this catalogue 
or to modify their parameter without notice.

*see pictogramKM 61835  
BS-EN
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